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FUEL VAFORIZATION IN THE PRE-IGNITION ZONE 


OF A GAS TURBINE COMBUSTION CHAMBER 


SUMMARY 

An ene view of the effect of the variables, in- 
let air temperature, air pressure, air velocity, fuel- 
air ratio and axial distance from the injector on benzene 
fuel vaporization was conducted under conditions simula- 
ting those of a gas turbine combustion chamber in the pre- 
ignition zone. 

Determination of the percentage of fuel mass vaporized 
was achieved by solving the heat balance equation for the 
vaporization process using temperature measurements Ob- 
tained from two shielded thermocouples in the benzene spray. 

For injection parallel to the air flow and downstream, 
it was found that fuel vaporization is increased with in- 
creasing temperature and axial distance from the injector. 
Fuel vaporization decreases with increasing inlet air pres- 
sure, inlet air velocity and fuel-air ratio. An empirical 
formula to show the relative effects of each parameter was 


found to be 


N= K(Tp) 490 ( py) 7° 84(y,) 72 45 (F/a) 0227 (1)2 +28 
100 - N 
degrees Rankine, inches Hg. absolute, feet per second, 
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inches. The expression for the axial distance effect is a 


maximum value, being an approximation instead of an exact 


result. 


This investigation was done by Lt. John A. Hess, USN 
at the University of Minnesota, Minneapolis, Minnesota, as 
partial fulfillment of the requirements for the degree of 


Master of Science in Aeronautical Engineering. 
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FUEL VAPORIZATION IN THE PRE-IGNITION ZONE 


OF A GAS TURBINE COMBUSTION CHAMBER 


INTRO DUC TION 

The chemical and mechanical processes of fuel vapor- 
ization in a gas turbine combustion chamber hold many 
complex secrets, yet to be revealed to engineers. A 
thorough understanding of how to achieve maximum vapor- 
ization of an injected fuel in a minimum of combustion 
chamber length, and the parameters affecting vaporization 
would permit the engineer to design the most efficient 
combustion chamber for all flight conditions. 

In a gas turbine, the fuel is injected under pressure 
through an atomizing nozzle. It enters the combustion 
chamber or flame tube as a ligament or sheet. This sheet 
is broken up by the air stream into droplets of varying 
size, which absorb heat from the air stream, and radient 
energy from the flame body. The equilibrium temperature 
to which the droplets heat is the wet bulb temperature of 
the fuel under the ambient air pressure and temperature 
conditions. The larger droplets heat up more slowly than 
the smaller ones and also slow down less rapidly in the 


air stream. 











The smaller droplets vaporize quickly and form a cloud 
of fuel vapor which moves downstream in the air flow. The 
mass Of vapor given away by the larger droplets adds to 
this vapor cloud. Somewhere in the chamber a combustible 
mixture is formed. If this mixture is not then ignited 
by some outside source, it continues to be heated to its 
self-ignition temperature. 

By definition, the physical portion of ignition delay 
extends from the time of injection to the time when the 
combustible mixture of fuel and air is heated to its self- 
ignition temperature. The fuel droplets reach their wet 
bulb temperature asymtotically with time. When the wet 
bulb temperature is attained, the process is assumed to 
enter a steady state. All events prior to this time are 
in the unsteady state. 

To simplify the problem of analyzing the events in 
vaporization, some experiments have been conducted using 
a single fuel droplet in an air stream. El Wakil, Ref. l, 
worked with a single droplet analysis to determine the im- 
portance of the unsteady state and the time of heating or 
cooling of fuel droplets to the wet bulb temperature. He 
found that after the droplets reached equilibrium tempera- 
ture, the heat and mass transferred to and away from the 
droplets are functions only of the radius and velocity of 
the droplet. El Wakil also found that highly volatile 
fuel droplets of given size require less time to reach equili- 


brium for the same initial conditions than low volatility 
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droplets. 

Two general methods of analytical calculation of 
vaporization rates of pure droplets may be used. Mass 
transfer equations employ the difference between the par- 
tial pressure of the vapor at the droplet surface and the 
ambient air. The other method is based on heat transfer 
equations. The driving potential is the difference between 
the air temperature and the surface temperature of the 
liquid. 

Ingebo, Ref. 2, in his investigation of vaporization 
rates of pure liquid droplets used the heat transfer equa- 
tions. This again was an investigation using only a single 
droplet in an airstream. 

Bahr, Ref. 3, and Foster and Ingebo, Hef. 4, in their 
work simulated a ramjet combustor into which iso-octane 
in Bahr's case and JP-5 for Foster and Ingebo was injected 
contrastream. An NACA mixture analyzer was used to analyze 
probed samples of the fuel-air mixture. 

Foster and Ingebo, Ref. 4, used the same equipment as 
Bahr, Ref. %, and found that the percent evaporated of both 
iso-octane and JP-5 could be approximated by an empirical 


formula for the range investigated by 


N ® KATO +28;0-55( UL + Ur \2 (1) 
100 + Ua 
where N is the percent evaporated, K is a constant depend- 


ing on the fuel used, AT is the difference between the air 


temperature and the wet bulb temperature of the fuel, L is 


a2 


the distance downstream from the injector, and Ug and Uf 
are the air and fuel velocities respectively. 
Bahr presented his results in the following manner: 


N ORS Re aaa oe (2) 


OSH = 9°35 (ey (a) 
where N is again the percent evaporated, Tg is the air- 
stream temperature, Va is the airstream velocity, Pa is 
the static air pressure, Pf is the fuel injection pressure 
and L the axial length downstream from the injector. 
Apparently then the percent of a given fuel evapor- 
ated can be represented by an empirical equation with the 
parametric exponents being constant and the constant K in 
the equation being a function of the fuel. 
This investigation concerns itself with determining 
an empirical relationship for the percent of benzene fuel 
evaporated with the parameters investigated being, air- 
stream temperature, stream pressure, stream velocity, fuel- 
air ratio and axial length from the injector. 


No £13 PS er A, 1) (3) 
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SYMBOLS 
Area, ft2 
Specific heat at constant pressure, BTU/1b-°F 
Diameter, ft. 
Emissivity 
Farenheit 
Fuel-air ratio, dimensionless 
Weight velocity, lb/hr-ft2@ 
Latent heat of vaporization, BTU/1b 
Heat transfer coefficient, BTU/hr-ft°-°F 
Arbitrary constant to fit equation to which applied 
Thermal conductivity, BTU-ft/hr-ft©-°oF 
Length, inches 
Mass flow, lbs/sec 
Pressure, inches of mercury absolute 
Rate of heat flow, BTU/hr 
Temperature, °Rankine 
Temperature, OF 
Velocity, ft/sec 
Percent of fuel mass vaporized 
Absolute viscosity, lb/hr-ft 
Density, lb/ft® 

Subscripts 

Initial condition 


Final condition 
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Air 
Convection 
Fuel 

Gas radiation 
Conduction 
Pyrometer 
Radiation 
Shield 








EQUIPMENT 
General: The equipment consisted of an insulated heated 
wind tunnel powered by a Lycoming air cooled tank engine 
driving an aircraft type centrifugal supercharger which 
pulled the air through the test section. The tunnel was 
mounted vertically, being hung from the overhead of the 
test cell on four half inch steel bolts. Fuel was injected 
into the test section by an atomizing nozzle and tempera- 
tures in the spray were measured with two shielded thermo- 
couples, one located at about the half way point along the 
test section and the other at the exit. 
Test Section: The test section was four by four inches 
square and twenty inches long. Two sices were made of one- 
half inch pyrex glass for visual observation of the fuel 
spray, the other two sides were of one-quarter inch cold 
rolled carbon steel. Holes were drilled at intervals along 
the steel plates as shown in Fig. 1 to permit measurement 
of the static pressure along the test section and insertion 
of thermocouples and total pressure probes through threaded 
stuffing boxes. 
Fuel System: Technical Benzol fuel was stored ina five 


gallon tank pressurized with carbon dioxide gas. This tank 
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was immersed in a larger tank containing water to keep the 
fuel temperature as constant as possible. Fig. 2 shows the 
arrangement. From the tank, the benzol fuel passed through 
two filters, one-quarter inch copper tubing, a calibrated 
flow meter, various valves and was introduced into the test 
section through a Hago atomizing nozzle, located at the in- 
let to the test section and spraying downstream along the 
longitudinal axis of the test section. The nozzle was 
rated at nine gallons per hour with a thirty degree cone 
angle at 100 pounds per square inch differential pressure 
for fuel having a viscosity of 35 seconds Saybolt. The 
nozzle distributed the atomized fuel particles uniformly 
throughout the entire spray. Fig. 3 shows this distribu- 
tion. 

The one-quarter inch copper tube fuel line was led 
through a one-half inch pipe in the tunnel settling chamber 
with cooling water flowing around the fuel line inside the 
tunnel. This kept the benzene fuel at a low temperature 
for injection. 

Tunnel: The tunnel layout is as shown in Figs. 4, 5 and 6 
with Figs. 7, 8, 9 and 10 showing detailed views. Air flow 
Was through the inlet valve at the top, through twelve chro- 
molox 230 volt, 2450 watt finstrip electric heaters, the 
settling chamber, contraction nozzle, test section and 
thence to the compressor and exhausted to the atmosphere. 

The electric heaters were wired in parallel across 


230 volt bus lines and were individually fused and switched. 
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The heaters were mounted normal to the air flow in four 
rows of three each in the tunnel. The three heaters in 
the top row were series wired to rheostats to permit fine 
temperature control of the inlet air. 

Two SO mesh screens were installed in the settling 
chamber to damp out turbulence in the moving air before it 
reached the test section. 

Downstream of the test section an air bleed valve was 
installed to control the static pressure in the test section. 
Closing this valve increased vacuum in the test section. 
Instrumentation: Temperatures of the air and spray mixture 
flowing through the test section were read by shielded thermo- 
couples as shown in Figs. 11 and 12, one located at station 
10, 8.55 inches from the nozzle, and another at station 18, 
16.4 inches from the nozzle. These thermocouples were con- 
nected to a direct reading potentiometer through a multiple 
switch panel. The potentiometer could be read to an accuracy 
of one degree Farenheit. 

Pressures were read On a manometer board using a 30 
degree inclined tube manometer containing alcohol for dy- 
namic pressure and an adjustable scale mercury manometer 
for static pressure. The barometric pressure could be set 
On the static pressure manometer so it read absolute pres- 
sure. Dynamic pressure was read at the test section en- 
trance. Static pressure was read at the half way point, 
station 10, in the test section. The dynamic pressure 


scale was graduated in .05 inch increments. The static 
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pressure scale was graduated in tenths of inches. 

Fuel pressure was read from a gage located just be- 
fore fuel was piped into the tunnel. Fuel flow rate was 
read from a calibrated flow meter capable of being read to 
an accuracy of one-tenth of a gallon per hour. 

A thermocouple sensing element was located at the 
fuel probe cooling water exit to read water exit tempera- 
ture to be used in determining the fuel temperature at in- 
jection. 

Thermocouples: The thermocouples used to measure the tem- 
peratures in the test section are shown in Figs. 11 and 12. 
All were made of 0.010 inch iron-constantan wire, mercury arc- 
welded at the temperature sensing junction. The wire was 
inserted through a hypodermic needle tubing having an out- 
side diameter of .O082 inches. The tubing was fitted to a 
stuffing box for screwing into the test section. 

Two thermocouples shown at the left of Fig. ll, were 
used throughout the testing because they provided the most 
protection from wetting by the liquid fuel. These thermo- 
couples were constructed of two concentric cylinders with a 
cap about one-eighth inch ahead of the cylinders. The whole 
arrangement was held together by piano wire, silver soldered 
to the hypodermic needle tubing. The thermocouple sensing 
junction was located inside the second cylinder. The con- 
centric cylinder arrangement was used to reduce radiation 
of the temperature sensing element to the cool walls of the 


Outer shield. Fig. 12 shows the detailed thermocouple con- 
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struction. 

The configuration on the right in Fig. 11 was used 
to measure shield temperature in the spray to attempt to 
determine the thermocouple error. Two thermocouples were 
located on this instrument, one attached to the shield to 
measure its temperature and one behind the shield to mea- 
sure air temperature in the spray. 

More will be said about thermocouple construction 
and their errors later on. 

Equipment Calibration: Figs. 15 and 14 show nomographs 
constructed to determine tunnel velocity and air mass 
flow rate. 

Fig. 15 shows the calibration of the Hago fuel nozzle. 
Fig. 16 gives the benzene flow rates for the flow meter 
graduated scale readings. The flow meter was designed for 
gasoline so had to be calibrated for benzene. 

Fig. 17 shows the velocity profiles obtained in the 
test section. 

Fig. 18 shows the temperature profiles obtained in 
the test section using various heater combinations. 

The range of the variables temperature, pressure, 
velocity and fuel pressure were: 


Air Temperature 85 to 400 degrees ?. 


Alr Pressure atmospheric to 8 inches vacuum 
Air Velocity 290 to 250 feet per second 
Fuel Pressure O to 150 pounds per sq. in. gage 
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PROCEDURE 

The variables chosen for investigation were inlet air 
temperature, static air pressure, inlet air velocity, fuel- 
air ratio and axial distance from the injector. To deter- 
mine the effects of one variable on fuel vaporization, all 
were held constant except the variable being investigated 
during any one run. 

From the temperature profiles made in the calibration 
of the tunnel, it was found that a point 1.45 inches from 
the left wall of the tunnel test section could be taken as 
the average temperature in the test section at stations 10 
and 18. This permitted measuring the temperature in the 
spray at only one point at stations 10 and 18 since the 
spray nozzle gave a uniform distribution. This single 
point then was representative of the average conditions in 
the tunnel at that axial station. 

Fuel~air ratio was chosen as approximately stoichio- 
metric, .0O75, and delivery rate at .1.15 pounds per minute 
with air mass flow adjusted to make the ratio .075. Sta- 
tic pressure when constant was held at 27 inches of mercury 
absolute. When temperature was held constant, it was held 


as close to the neighborhood of 200 degrees Farenheit as 
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possible. The heaters were always used in groups of three, 
since this comprised a complete row, giving uniform heating 
of the air. 

Before each run, the inclined tube manometer used to 
measure dynamic pressure was zeroed and the mercury static 
pressure manometer set to barometric pressure. The po- 
tentiometer was zeroed and all thermocouple temperatures 
checked to see that the thermocouples were operating be- 
fore starting the tunnel. The benzene fuel tank was re- 
filled at the end of the previous run and allowed to sit 
in its water bath so the fuel temperature was stabilized. 

When all preparations had been completed, the tunnel 
was started and the desired heaters switched on. When any 
heat was on in the tunnel, the cooling water was always 
circulated around the fuel pipe in the tunnel. Air temper- 
ature, pressure and velocity were then adjusted to the de- 
sired values. About thirty minutes had to be allowed for 
the tunnel to heat to a high temperature and stabilize. 
Less time was needed of course for lower temperatures. 

All air temperatures before and during injection of 
fuel were read by the shielded thermocouples placed 1.45 
inches from the left wall at stations 10 and 18. Static 
pressure was read at station 10. Dynamic pressure was 
read at the entrance to the test section. 

When all appeared to be ready for a data reading, the 
fuel valve was opened and fuel injected. With the valve 


Open, the fuel flow rate was adjusted to give the proper 
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reading on the fuel flow meter. The fuel valve was then 
closed and the temperature allowed to stabilize again, no 
data being taken as yet. 

When the temperature had been constant for several 
minutes, all was then ready for a data reading. The air 
temperatures at stations 10 and 18, dynamic pressure at the 
inlet and static pressure at station 10 were read and re- 
corded. The fuel valve was then opened injecting benzene 
fuel into the test section and the fuel flow meter reading 
noted to see that it was proper. After about thirty seconds, 
the thermocouple temperatures remained steady, having dropped 
to a lower value during injection, and temperature readings 
were taken at stations 10 and 18 in the spray. The fuel 
inlet valve was then closed. This procedure was repeated 
again for the next desired data point. 

During all the runs for varying air temperature, data 
was first recorded at the low temperature with the tempera- 
ture being increased thereafter. Pressure runs were made 
with both increasing and decreasing series runs. One way 
Was as easy as the other. All fuel-air ratio runs were 
made starting with a low fuel-air ratio and increasing. 
This again was for convenience because the fuel flow was 
increased by increasing the carbon dioxide pressure on the 
fuel tank. The velocity runs were made starting with a 
low velocity and increasing. This was because velocity was 
increased by increasing the compressor rotation rate and 


with increasing velocity, more heat had to be applied to 
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keep the temperature constant. Also, fuel injection pressure 
was increased with increasing air velocity to maintain con- 
stant fuel-air ratio. 

Fine temperature control was achieved by varying the 
resistance in the heater circuit containing heaters one 
through three. These heaters were always in use when any 
heat was applied to the tunnel. 

Periodically dur ing arun, the fuel tank cooling water 
temperature was read with a thermometer, and the cooling 
water exit temperature from the fuel probe read by thermo- 
couple reading. These two never varied by more than a few 
degrees, so fuel injection temperature was assumed to be 
the average between the water tank and water exit tempera- 


tures. 
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RESULTS 
General: The basic heat balance equation was used to ob- 
tain the percentage of fuel mass evaporated. The equation 
is as follows: 


MaCpa(Ta,-Tap) = mfHvX + mfcpr(Tap-Tr))X + mf(1-X)cep-(Tfo-Tty) 


The left side of the equation is the heat removed from the 
air to heat the fuel. The right side is first the heat of 
vaporization for the vaporized fraction, second, the heat 
to raise the vaporized fraction from its initial to its 
final temperature and lastly the heat to raise the liquid 
fuel droplets from their initial to equilibrium temperature. 
The manner of determining the various components in the 
heat balance equation is discussed in the next section of 
this report. 

Thermocouple Error: In taking the data, it was found that 
the temperature drop measured in the spray at station 10 
was always greater than that measured at station 18. This 
indicated a greater percentage of fuel vaporized at station 
10 than at station 18, a physical impossibility. The two 
curves taken at the two separate stations seemed to remain 
parallel when plotted. However, at a low temperature or 


low fuel-air ratio, the data from station 10 indicated 
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a large temperature drop, decreasing with increasing fuel- 
air ratio or temperature, finally reaching a minimum and 
then increasing smoothly. 

To investigate this phenomonon further, the thermo- 
couple shown on the right in Fig. 11 was used to measure 
thermocouple spray shield temperature in the spray at sta- 
tions 10 and 18. This thermocouple had a sensing element 
attached directly to the spray shield on the downstream 
side to measure shield temperature. It also had a sensing 
element behind the shield, but protected from the spray, 
to measure air temperature in the spray. 

The dry air temperature before injection was read by 
both thermocouples and found equal. Fig. 19 shows the re- 
sults of the survey at the two stations. From this it can 
be seen that the shield at station 10 is always cooler than 
the one at station 18. 

Ref. 5, page 224, indicated the manner of calculating 
the true temperature of a gas. The heat balance equation 
for this relationship is as follows: 

der * Gc = Gr + Qk (5) 
where qgr is the rate of heat flow between the gas and 
thermocouple by gas radiation, go is the rate of heat flow 
between the gas and thermocouple by convection, q, is the 
sum of the various terms representing the radiant heat in- 
terchange between the thermocouple and the various surfaces 


it "sees" and qx is the heat conducted from the thermo- 
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couple to the walls confining the gas stream. Equation (5) 
can be written: 

Qgr * hcAp(tg - tp) = hpAp(tp - tg) + ax (6) 
Qer is negligible for the conditions being investigated. 
If qx is also assumed negligible for the present, squation 


(6) reduces to 


(tg - tp) = bp(ty - ts) (7) 
Ae 

From equation (7) it can be seen that to reduce the 
thermocouple error (tg - ty), the value of the numerator 
should be as small as possible and the value of the denom- 
inator as large as possible. 

Fig. 20 shows how (ty - t,) changes with inlet air 
temperature. From this figure it can be seen that the 
numerator of equation (7) goes to zero above 375 degrees 
Farenheit, indicating no error in the thermocouple read- 
ings due to radiation. Appendix I shows the method of 
calculating values for equation (7) for conditions when 
the radiation error is not zero. The radiation error can 
be shown to be negligible over most of the testing region. 

Since the data taken for the variables of air tempera- 
ture, air pressure, air velocity and fusl-air ratio does 
not show the curves for station 10 and 18 converging with 
increasing temperature or being properly displaced, that is 
with station 10 indicating less fuel vaporized than sta- 
tion 18 above 375°F., the reason for the constant displace- 
0 of the two curves is conduction error. 


As pointed out in Fig. 19, the shield surrounding the 
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temperature seneing element of the thermocauple at station 

10 is always cooler by about 27°F than the shield surround- 

ing the element at station 18. The Shield is attached to 

the hypodermic needle tubing by piano wire and silver soldered. 
The thermocouple wire is led through the hypodermic needle 
tubing and although insulated electrically, its thermal 
insulation apparently is not too good. ' Thus heat is con- 
ducted from the thermocouple temperature sensing element 

to the cooler shield and hypocermic needle tubing. 

Data was taken on the variables, air temperature, air 
pressure, air velocity and fuel-air ratio while the thermo- 
couple error was being investigated. Originally it was 
suspected that liquid droplets were causing physical wet-~ 
ting of the temperature sensing element of the thermocouple, 
and attempts to build a better thermocouple were made. 
Since the slopes of the curves for the variables were what 
was desired, the conduction error did not invalidate the 
previously recorded data on the variables. This conduction 
error was used to advantage in obtaining the effect of ax- 
ial length from the injector on fuel vaporization as will 
be shown later. Thermocouple error is further discussed 
in the next section. 

Effect of Temperature on Fuel Vaporization: Fig. 2la shows 
the temperature drops measured at stations 10 and 18 in 

the fuel spray when inlet air temperature is varied and 
static pressure is held constant at 27 inches of mercury 


absolute, fuel-air ratio is held constant at .075, fuel 
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injection temperature is held constant at 74°F and air 

mass flow is held constant at 15.34 pounds per minute. To 
hold air mass flow constant, the velocity had to be varied 

to account for changing air density with temperature changes. 

Fig. 2lb shows the vaporization curves for the above 
conditions, calculated from equation (4) as shown in Appen- 
dix II. The dashed curve was obtained from Ref. 3, where 
iso-octane was the fuel injected at a constant pressure of 
55 pounds per square inch, an air pressure of 25 inches of 
mercury absolute and an air velocity of 1935 feet per second. 
Fuel was sprayed contrastream. Bahr, Ref. 3, made several 
runs at different air velocities and found all the curves 
to be quite similar but vertically displaced depending on 
what air velocity was used. 

The benzene vaporization curves of Fig. 2lb are simi- 
lar to the iso-octane curve of Ref. 3, exhibiting good 
correlation. The degree of spray evaporation related to 
the experimental variable temperature is found by plotting 
the benzene evaporation curves on a log-log plot. A plot 
of temperature versus percent fuel vaporized does not pro- 


duce a straight line on a log-log plot, but if the function 


N is used, the curve can be closely approximated by 
LOO=N 
a straight line. By this method then 
N - K(Te) #500 (8) 
LOO-N 


where K is an adjusting constant and Tg is in degrees Ran- 


kine. 





Effect of Static Fressure on Fuel Vaporization: Fig. 22a 


shows the temperature drops measured in the fuel spray when 
static air pressure was varied while inlet air temperature 
was held constant at Z250F, fuel-air ratio was .075, fuel 
injection temperature was 750F and air mass flow was 15.34 
pounds per minute. 

Fig. 22b shows the vaporization curves calculated from 
the temperature drops. The dashed curve is from Ref. 2, 
taken under the following conditions: Air temperature, 319F; 
air velocity, 199 feet per second; fuel, iso-octane injected 
at 55 pounds per square inch pressure. 

When the benzene data was taken, an apparent discon- 
tinuity was found in oie curves. The first run was made 
with air pressure starting high and decreasing. To check 
the data, another run was made starting with low air pres- 
sure and increasing it. Nothing else was changed in the 
manner Of obtaining the data. Again an apparent discon- 
tinuity was found in the curves. The discontinuity occurs 
ata pressure of 26 inches of mercury absolute. Since all 
the variables are held constant except static air pressure, 
the discontinuity in the curves can only be caused by an 
instrumentation error, specifically an error in indicated 
temperature drop in the spray. Somehow, around 26 inches 
of mercury absolute the conduction error changes appreciably. 
Since the curves are all similar to the NACA curve, the 
phenomonon was not investigated further, being a side issue. 


The non-similarity of the vaporization curve from sta- 
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tion 10 below 24 inches of mercury absolute is attributed 
to thermocouple conduction error. 
The degree Of vaporization due to inlet air pressure 


was found from a log-log plot to be 


TOGIN - K(P,) 70°84 (9) 
where K is an adjusting constant not the same as the con- 
Stant for the temperature function, and Pg is in inches of 
mercury absolute. 

Effect of Velocity on Fuel Vaporization: Fig. 23a shows 
the data obtained when inlet air velocity is a variable. 
The constant conditions for the other variables were: Tem- 
perature, 1900F; air pressure, 27 inches of mercury abso- 
lute; fuel injection temperature, 75°F; and fuel-air ratio, 
e022. 

Fig. 23b shows the velocity effect on percentage of 
fuel evaporated. Only one curve is shown, that taken from 
data at station 18. The data from station 10 showed a 
strong thermocouple error below a velocity of about 100 
feet per second. When calculated, this data gave results 
indicating over 100 percent fuel vaporization, which could 
not be used in the function  N_. 

100-N 

The data points on the one evaporation curve are ad- 
mitedly rough, but for a reason. With a low fuel-air ratio, 
the maximum temperature drop for 100 percent vaporization 
is low and each degree of error in obtaining the tempera- 


ture in the spray has more significance. When the tempera- 


ture drop is converted to percent evaporated, the error is 


=-PP- 





magnified. 

The dashed line in Fig. 23b shows the effect velocity 
has On contrastream injection of iso-octane under approxi- 
mately similar conditions as taken from Ref. 3. No cor- 
relation was expected in this case because evaporation with 
contrastream injection would tend to be better, since in- 
creasing inlet air velocity increases the degree of atomi- 
zation of the injected fuel spray. 

From a log-log plot of velocity and percent of fuel 
evaporated, the degree of evaporation due to varying inlet 


air velocity was found to be 


Tory * K(Va) “2-48 (10) 

where K is again an adjusting constant different from others 
previously mentioned and V, is in feet per second. 
Effect of Fuel-Air Ratio on Vaporization: Fig. 24a shows 
the temperature drops obtained in a benzene spray when the 
fuel-air ratio was varied and inlet air temperature held 
at 325°F, air pressure 27 inches of mercury absolute, in- 
let air velocity SO feet per second, and fuel injection 
temperature 71°F. 

Fig. 24d shows the results of the data when percent 
of fuel evaporated is calculated. The curve of data for 
stetion 10 is erroneous due to a strong conduction error in 
the thermocouple below a fuel-air ratio of .06. The data 
from station 18 appears to be good throughout the investi- 
gated range of the variable. 


From a log-log plot of fuel-air ratio and percent of 
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fuel evaporated, the degree of evaporation due to fuel-air 


ratio was found to be 


een F 0.27 
Toor | KOFZA) (11) 


where K is a new adjusting constant and fuel-air ratio is 
dimensionless. 

Effect of Axial Length From the Nozzle on Vaporization: To 
arrive at an answer to the effect on vaporization of axial 
length, the spray shield data obtained in Fig. 19 in deter- 
mining the nature of the thermocouple error was used. 

The average temperature difference between the curves 
at stations 10 and 18 for the variables air temperature, 
air pressure, inlet air velocity and fuel-air ratio was 
found to be 13.99F. But at an air temperature of 300°F, 
fuel-air ratio of .075, anmttatiots fuel temperature of 76°F 
and an air pressure of 27 inches of mercury absolute, Fig. 
19 shows the difference between the shield temperatures at 
stations 10 and 18 to be 27°F, the shield at station 10 
being 27°F cooler than that at station 18. Since the aver- 
age temperature difference in the experimental curves is 
only 12.9 degrees, obviously all the conduction cooling 
effect is not being applied. 

Now, if it is assumed that the thermocouple at station 
18 reads correctly and all the differential conduction 
cooling of 27°F 48 error in the thermocouple at station 10, 
then the curve of data from station 10 would be 12.1 degrees 
below the curve of data from station 18. This is the great- 


est displacement the two curves could have and calculations 
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of the effect of axial length on fuel vaporization made 
from this assumption would give the largest effect possible. 

Solving the heat balance equation, equation (4), with 
an assumed inlet air temperature of ZOOQOF, oe ratio 
.075, a fuel injection temperature of 76OF and a AT of 

¢.19F gives 14.1 percent increase in fuel vaporized be- 
tween stations 10 and 18. 

Fig. 25 shows an assumed effect of axial length on 
percent of fuel vaporized with the above assumptions. The 
curve starts at zero and has an increase of 14.1 percent 
in 7.85 inches, the distance between the two thermocouples 
at stations 10 and 18. 

A log-tog plot of this curve shows the maximum effect 


of axial length on fuel vaporization to be 


N = 1.23 
|. se) (12) 


where L is in inches. The true effect is certainly less 





than this, but obtaining a solution in the above manner 
gives an order of magnitude of the effect of axial length 


as compared to the other variables investigated. 
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DISCUSSION 

The air flow through the test section is assumed to 
be one dimensional, steady and isentropic except in the 
bouncary layer next to the walls. Fig. 17 shows the flow 
through the test section to be reasonably uniform. 

In using equation (4), the heat balance equation, in 
calculating the percent of fuel vaporized it is assumed 
that: 

ao The average value of the specific heats, cp, for 
the fuel and air may be used over the entire range of tem- 
peratures. 

b. The air temperature in the fuel spray is accur- 
ately known from measurement. 

ce Equilibrium conditions have been attained in the 
spray, that is, the fuel droplets have reached their wet 
bulb temperature before reaching the thermocouples. 

d. The difference between the liquid and surface 
temperature of any fuel droplet is negligible. 

e. The fuel injection temperature is accurately known. 

f. No heat loss occurs through the walls of the tun- 
nel, and the flow is isentropic. 


ge The fuel-air ratio is accurately Known. 


= OC 


All values in equation (4), the heat balance equation, 
are known by measurement except the temperature to which 
the fuel droplets are heated in the tunnel. El Wakil in 
Ref. 6 confirmed the theory of infinite thermal conductiv- 
ity in a fuel droplet, and was able to photograph the cir- 
culation in ae droplet. This permits assuming the droplet 
surface temperature is equal to the liquid interior temper- 
ature. 

Ingebo in Ref. 2 gives curves of wet bulb temperature 
for different fuels at various air temperatures and Fig. 26 
is derived from his data. By entering Fig. 26 with the 
dry air temperature, the wet bulb or equilibrium tempera- 
ture of the fuel droplet is found for use in equation (4). 

Since the amount of heat taken from the air to heat 
the fuel droplets to their wet bulb temperature is small 
compared to the heat used to vaporize the fuel fraction in 
this work, and the effect of pressure on wet bulb tempera- 
ture is small anyway, pressure effect on wet bulb tempera- 
ture is ignored. 

A problem to be reckoned with in fuel sprays is wet- 
ting of the chamber or tunnel walls by the fuel. Ina jet 
engine it causes coking and in a wind tunnel it upsets the 
calculation of the fuel-air ratio in the tunnel. The fuel- 
air ratio is very rich next to the walls of the tunnel where 
film evaporation is taking place along with spray vapori- 
zation. When this happens in a tunnel, the overall fuel- 


air ratio is not representative of the fuel-air ratio in 


-27 = 





the area away from the tunnel walls. 

To combat this problem, an attempt to build a veri- 
able area, narrow cone, injection no2zle was made. Fig. 

27 shows this nozzle in the middle of the three shown. The 
nozzle was a pintle type Diesel nozzle taken from a Bosch 
injector and modified with a brass adaptor to fit the 
plumbing in the wind tunnel. The pintle was attached to 

an internal screw arrangement which could be turned to ad- 
just the fuel flow rate. Two problems plagued the work 
with this nozzle. First the orifice was so small, a minute 
particle of dirt in the fuel could plug it. But the real 
problem was in not being able to get a high enough fuel 
pressure to properly atomize the fuel. 

A second attempt was made to combat the wall wetting 
problem by building a nozzle as shown on the left in Fig. 
27. This nozzle had a hollow brass body with three spikes 
ecrewed in at 120 degree intervals. The spikes were drilled 
almost to the outer tip, where the injector orifice was 
Grilled in. The orifice in each spike was made with a num- 
ber 78 drill having a diameter of .016 inches. To make the 
fuel atomize better, "V" slots were cut into each orifice 
with a jeweler's file. These produced better atomization 
of the fuel. 

Injection was tried spraying downstream and contra- 
stream with the latter producing better results. A satis- 
factory pattern could not be achieved spraying downstream. 


With contrastream spraying, atomization was very good, but 
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large liquid drops tended to fall from the lowest part of 
the nozzle main body from leaks at the spike threads, up- 
setting temperature measurements in the test section. This 
nozzle alsc had a tendency to plug with dirt at the slight- 
est provocation, necessitating the unbolting of the test 
section to get at it for cleaning. 

So, for reliability, a uniform spray pattern, proper 
atomization and in the interests of getting on with the ex- 
perimenting, the Hago atomizing nozzle shown in Fig. 27 on 
the right was installed and gave satisfactory operation for 
the remainder of the work. 

The fuel~air ratio was chosen to be .075 because this 
is approximately stoichiometric for benzene and air. With 
@ large fuel-air ratio, a large temperature drop in the 
spray is possible making the accuracy of the work better. 
Benzene was used because it was available, has a large heat 
Of vaporization and is a pure hydrocarbon. 

Maintaining a high air inlet temperature in the tun- 
nel also made possible a large temperature drop in the spray 
since more fuel was vaporized, making for better accuracy 
of results. For this reason, when air temperature was be- 
ing held constant, it was made as high as practicable. 

The fueleair ratio was made a parameter instead of 
fuel injection pressure to simplify operating the tunnel 
and calculation of the percent of fuel vaporized. The fuel 
pressure and flow were not easily adjusted, so if it could be 


done once and left alone, operating was simplified. Since 





the fuel injection rate was to be held constant and it was 
desired that fuel-air ratio be held constant, then air vel- 
ocity hac to be adjusted to keep the air mass flow constant 
with changing air pressure and temperature. The air velo- 
city was easily adjusted by turning the inlet air valve un- 
til the proper dynamic pressure was read on the inclined 
tube manometer. The method was very accurate. 

In the early stages of testing, before the Hago nozzle 
was installed, traverses of the tunnel were made with the 
thermocouples before and during injection. This was done 
to obtain the average percentage of fuel vaporized nt eaen 
station and was necessary because the spray pattern was not 
uniform and the temperature profile was not flat. It also 
was not similar with different heater combinations. The 
results with this method left a great deal to be desired. 

With the Hago nozzle, the spray pattern was uniform 
throughout, being designed this way. By analyzing the tem- 
perature profiles, Fig. 18, a point 1.45 inches from the 
tunnel wall at stations 10 and 18 was found to be repre- 
sentative of the average temperature at the stations. fThis 
then permitted placing the thermocouples 1.45 inches from 
the wall and the readings would be the average at the sta- 
tion. The savings in fuel, time and effort were enormous 
using this method. And the accuracy of the results improved 
considerably? 

Three separate factors enter into the determination 


of the actual fuel-air ratio in the test section. The con- 
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duction error may be thought of in two parts, first, a 
cooling of both thermocouple elements by a constant amount, 
and second, a differential cooling of the thermocouples due 
to one being closer to the nozzle than the other. The con- 
duction error causes a larger temperature drop to be read 
by the thermocouple in the spray than is correct. When this 
temperature drop is converted to percent of fuel vaporized, 
this percent is greater than the true value which would be 
determined from a true reading of the temperature drop in 
the spray. The true fuel-air ratio in the area around the 
thermocouples is the third part of the problem. This is 
something less than the overall fuel-air ratio through the 
tunnel due to the wetting of the tunnel walls by the coni- 
cal spray from the nozzle. To off-set the indication of a 
larger than true percent of fuel vaporized, the overall 
fuel-air ratio is used in the calculations. 

Conduction error tends to displace the vaporization 
curve vertically upward on the percent vaporized ordinate, 
while using the overall fuel-air ratio tends to displace 
the vaporization curve downward on the same ordinate. The 
two errors, conduction and fuel-air ratio, do not cancel 
each other but tend to minimize each other in the calcula- 
tions. For this reason, the character of the curves is 
true but the actual percentage vaporized is only a relative 
number . 

The reason for the thermocouple shield at station 10 


being cooler than the shield at station 18 is explained by 
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the fact that from visual observation of the two shields, 
the one at station 10 intercepts more droplets than station 
18. In other words, there is more liquid evaporating off 
the hot shield at station 10 than at station 18. The nun- 
ber of droplets decreases with axial length due to the va- 
porization process. 

The percentage error in the calculated percent of fuel 
vaporized decreases with larger possible total temperature 
drops for one hundred percent vaporization. For this rea- 
son, fuels with high heats of vaporization, at high fuel- 
air ratios and at high temperatures should be utilized. 
Measuring the amount of fuel vaporized by measuring tempera- 
ture drop in a spray then has limited application, due to 
the aforementioned considerations. 

Good correlation with the work of NACA as done by Bahr 
in Ref. 3 was obtained on the parameters of inlet air tem- 
perature and pressure, indicating these two variables are 
not affected by contrastream or downstream injection of the 
fuel. 

Air inlet velocity causes more atomization in contra- 
stream injection than in downstream injection. Therefore, 
no correlation could be expected with these two methods of 
injection. In downstream injection, the droplets are pro- 
bably not accelerated too rapidly by a fast inlet air flow, 
so with increasing air inlet velocity the vaporization rate 
would be expected to decrease. 


The computation of the effect of axial distance from 
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the injector is admittedly only a rough epproximation. The 
calculations were mace only to approximate the extremes of 
the operating envelope for this effect. And it can safely 
be stated that the inlet air temperature has a much greater 
effect on the amount of fuel vaporized than does axial 
length. But by the method, the axial distance effect is 
placed somewhere near its relative position with the other 
parameters. 

The discrepancy between the exponents determined for 
the parameters of inlet air temperature and pressure in 
this work and the NACA work of Ref. 3 is due to the NACA 
values being an average of curves determined from several 
inlet air velocities. When a curve depicting conditions 
which were similar to those of this work was chosen, the 


correlation was very good, as seen in Figs. 21 and 22. 
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CONCLUSIONS AND RECOMMENDATIONS 
1. The effect of inlet air temperature has the strongest 
influence on the amount of benzene fuel vaporized. With in- 
creasing temperature, an increasing amount of fuel is va- 
porized. The effect may be shown by the function 


N= K(T,) 4000 (8) 
100=N 


2. With increasing inlet air pressure, the amount of ben- 





zene fuel vaporized decreases. This effect may be depicted 


by the function 


N = -O0. 84 
Toon ¥‘ Pa) (9) 


oe With increasing air inlet velocity, the amount of ben- 





zene fuel vaporized decreases. The influence may be approx- 
imated by 
N = K(v,)71-43 (10 
Toon ~ “¢Ve? 
4, The percent of fuel vaporized with increasing overall 





fuele-air ratio decreases. The effect is slight however, 
and may be shown by 


oe -0.27 
TOOsE K(F/A) (11) 


5. The effect of axial distance from the fuel injector is 
to increase the percent of fuel vaporized with increasing 


distance. The maximum effect of this parameter is shown by 
N = (1)1523 (12 
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6. The technique of determining percent of fuel vaporized 
by measuring the temperature drop in a fuel spray is best 
used when the temperature drop possible for 100 percent 
vaporization is large. 

7. Shielded thermocouples for use in spray temperature 
measurement should be constructed of heat insulated mater- 
ials to minimize or eliminate the conduction error caused 
by a cool shield taking heat from the temperature sensing 
element of the thermocouple. 

8. Conduction and fuel-air ratio errors merely displace 
the vaporization curve on the percent vaporized ordinate, 
and do not affect the slope of the curves in the range in- 
vestigated in this work. 

9. Further work in fuel vaporization with the present 
equipment if attempted, should be with some form of probe 
equipment which would permit the actual measurement of the 
fuel-air ratio ina spray. The NACA Analyzer of Ref. 3$ 


is an example of this method. 





REFERENCES 


El Wakil, MoM. et al, “Theoretical Investigation of 
the Heating Up Period of Injected Fuel Droplets Va- 


porizing in Air." NACA Technical Note 2179, May 1954. 


Ingebo, R.D., "Vaporization Rates and Heat Transfer 
Coefficients for Fure Liquid Drops." NACA Technical 
Note 2268, July 1951. 


Bahr, D.W. “Evaporation and Spreading of Iso-octane 
Sprays in High Velocity Air Streams." NACA Research 
Memorandum E 53114. 


Foster, H.-H. and Ingebo, R.D. "Evaporation of JP=5 
Fuel Sprays in Air Streams." NACA Research Memoran- 
dum E 5SoKO2. 


McAdams, WH. “Heat Transmission" 2nd edition. 
McGraw Hill Book Co. Inc. 


Bl Wakil, MoM. et al, "Sxperimental and Calculated 
Temperature and Mass Histories of Vaporizing Fuel 
Drops" NACA Technical Note 5490, January 1956. 





Bee rae MIIN SHOLVA TedIO 


94 ——+ 
| 
a 


O 
re) 
~ 
re 
aw 
vy 
ii 
a 
0 
“~ 
Ne ee a a eee 


NOIMLIIS LSFL 
| 


S/O) es, BOUS eg) 


ioe 


pie: a 2 a Or ee trend ans eae arene tre 





-47- 





-38~— 















U0'22S 
agzvarclo 


sown | fowenn | Cena] tl 








= - ee AE I A TE oS SL TN TT TS a iD Se 





Javuny Pum 





DASA PIG 





ny 
3 
So 
5 
{ 
0 OV 
MLL EES . if 
[IUry 9 14299/9 | o 
Ww 





burgona OLA 
DAVYSSMUAZE OL 





RR ap a OS SE a RS <I 





2 urbug Huot 





AOSsmelmos 


LAOAV? TINNAL WYINTD 


a | 





mies) 
TUNNEL ELEVATION 


( viewed from Operators Stat .o7 ) 






10 HH #2 
789 
4 5 6 
fas 
Heaters 








ue 


“————="Secel. nq Chamber 





Test Secé.on 


| Bleed valve 


————— Jo Compres Sor 


-HO- 








Fig. 6 


Wind Tunnel 











Fig. 8 


er Board 


c+ 
w 


Manome 





—> — 








Engine 








ene 1 
THERMOCOUPLE DETAIL 





Q 
ee ey eel Section A-A 


~ aff . 





' “a - 
‘iE 
+} 


- tee 4 
: \ * 
i. 2 
: 
1a 
Bi i t » t 
ay ; 
ree i 
SI I 
(ee - 
“+ de 
. x ‘ 
¢ ns 
i 
at 
im’ 
at 
, i 
a ‘ 
i 
“ 


> a 
ares 


as 
a 


| 


ie is 8 — ta Ba itat.t 


no 


ae 


SR 


=e eS 
-@ ic 
% : Bee: = . é + t 
pers be P 
-}-+ $+ 4 - 
, e + r 
* = ? 


a 














8 
nae” 
aavSeece 


. 


aan beeee S 
Z aa se 


che 


aesaguseapescapeas 


he 


& 
ampere seriebars SROaRar ne 


SS, Eee steal etna ah aga) 
it Haale aeiae 4 
fee ee hohe fe roe 








saat a 
ata et 


pecs bacet 
=H 


Hat 


aie 


poo fof Sara cane He 
ae Se etiet 


ml cae 
Snare Cisne 


et c: acne ro Ep srtcesareass 


an sciat ee 4 Biiiirtis 


s EEE ae 





P ~~ 
wfb eee 
fi 7 Sie le ied 


t. 
aie 
—+ a tt- 
5d 
ia Tea Fea all Boy 
aly tH 


a 


: d 


+ HEE 


i Bor VE 
ooo 
ame 
ee ag SE SS EL 
sits -~—4+. - secede . 
a 
ahi 


SHE 


HEH soon epee 
eee He one eG uu! 
oe 
+H 


oo, 


a 
i pre ta 
pipette sie Fassia nen 
sj utel eer tte 
=e beeee noe 


Aca ee 
Rat 


Ah 


Bee 


seas 


ye 
8G 


4] 


a fa + e+ 4 
eeee eee 


9 Be ae “+7 ir Fe Hf | 
peers erat 


Teoeee 

Searete 

Ten Fas PC aon ae ee ewe 
sar 4 p- [5 er 


fast 


ere e 


Ae: 


PSP HIE 


Se Ca 


+ ba+ 


any 


= 


IE ts 















A 4 
—« - 
a heer 
2 
nictecrtast * 
-~ = ~¢ 
e Hott 3 
+- ~ + 
a . s ~ 
' i 
ae A 







5 







ae 












ae 






















Hine 
sapas 


Ef 
Ea 
SN 


aise 






beset 


a 


San eel ie 
Hr ee ta eee ace 


ae Pee 





seepeedeee cae 


ise ae EEE : HEH IEE 












i 
ah 
a 

se or? . = 


est 
| Gel deel aeeeateae 


Be 
a 


















i 


Bie 
§ 


fst 








Bi 


ie 











4 







~ te P 


= f= 4° 
bul 
‘ln eee t = ‘ 
: ee ct 

TL ay (pas 

Serta eee Sanne Gotes 
= i. “4 2 oe 4.4 
at? - - st tho oo 
canap ane Ss pans a, 

| | t 


ad: 
aN 
at 
eh itr +4 : 
Toga tes 


J 
+ - ie see pe 
tent ‘ a 1 4—! 
if saga 
tinal TS 
eee 


a 
nn 


ae 









ee 


aru 
i 
ae 
Hibniie 
ae 
art 
oo 
ie 
ies 








; fr - : . 
fet 
BEY se 


saspsss fe 


mee 
He 
+4 + 
ag 
as 
4 
a 





ee secs Peieieeels 
EEE 
ara 


fat 
Hiss 
Bi 


ace 


Lt 


EH ErETHL 
LES REIE 





ulna 


ce apaen : Bes Palla 
ssitsess fen Be Ee 


iar : 


Hed fale iit 


gag 
q 


EE 
— H 

i 

q 


iz 
cen 


csane 


Eeee 


gah EEE 
Sap tEy 


i 


Ep prntisitan 


ier abate ae 


¥s 
oie 





bn. wont 
ae 
bh 

a 





- ‘ = : = 
_ -é ~ . 
rte fees - 
- eo 1 Sages 
ara 


s bari 
eae 


} e ‘ 
ron + . 
as - : ~ - 
a 
: al E : cil 


= | tr Fe 
e+rt+tt + 
Tt toed S++ 
(Poe GBs em fe 
Sol aeipae hi 


~ 


1 2 4 ' ae a aie . aa 
= = aA > . mae an 
A +-+ : } ed r E —-. 
+ 1.3 al irs = 

bet Pett | be4-+94- me Er 
tJ Gs : +4 Hey el A nt er i 
et ine ] BEL g a a B t i 

Sen Og a et 7 ess = 


= 


Bale 
HEH 


Be 
steered! onan 


if 


atlas ht 








ee 1 i laa 5 at a ae: 4 ies 
‘ — = e| ee Se 4 ; ——ton 
eet Omer ty raat am) wey me 











1 1 
. cy a +> - a5 
fae ‘ U 
~ . . ve 
ise t ' 
{ fab 
Js | ne r - > 
{ : | 
= } 
: EEE 
+ He 






owen 2 


Ba 


ier SS can Aaa eae ae 
ESO Ea ra n/a Va ae 
SG el a Pc a 
Ht 
ae 
a 

HATH ee 4 

lat eae 

E pH b Sel ees 

BLED oes ees ee a 


a jin 









—_ ._*- ret 
er : 
Lid ' ee 
Ts be Bo yh oe : 
- eh-4 
ee We —— 


t ++ = bs Tt ite . 





, oe? 


«GO = 


He 
EE 


Hi 


if 


aH 
fists 


hte 
wi 
a 
+ 
‘z 
PES 
Fe 


Goowanea 


fe 

aid 
HH 
HA 


F 


ae 


ie 


a 
AH: 


EE 


aaa 


te 


rae Ht ee FESS RHE ET TE 


a 
ee 
aH 

rH 
iy 

i 


pbcrsteee: 
Beaeeets 
essa sees siessisss 


a 


2 sicsrssaases tii 
iE a 


rH 
seer 
tase 
ou 
bana 


ett 
ret] 
Eeeeake 


AE 
fast 





ie 


at Seti Freeadseerasiets 


ii 
wi 


dnoseeetowal | [STE ae 
Hel oleae te 
Baelaeees etattcal Beets 


® QS BBRSLREG 


RTS eee, 


ae ae ie es men am 








ef ee ence eee tr ee 
ease Het faaadapgticic eh 

orn Gala) ope 
ice eee 
ps ale 
ee 4 H - 


LTR ES Ee 


pogesceguass 
Sabet ath 
PH Et E 


gomme 


eee 


cH 


RHE ae 


HEE fees 
HT ae frac 


: steers 
Soced saeeanese 


srere 
sacs 


Be 
ze 
ree 


es 
aH 
ag 
Fd 
é 
BS 


eye 
ae 
ass 


E 


bin ea ieea ae Mia 


fr 
alt 


[ 


aed pascess 





&E z fat ral ee +4 + a ‘ Hh ae pie H ha 3 ate 
ek el aa’ Eee a THAT Low a HA 
7 at la im = * ies 
“it fa} FL at . TTR | 
Salts : a — arr rasa i 
rd ERE +H Hy Pr 
- 14 th 
~s~. -} . 
Si oe sha : 
cree 
. 3 4 
oe: saa Hhedon 


de ay 
eee | 
ae Bale 

Te 


=H 
ee 
al bi 
eee ii 
yy 4 i i ; ie meet 
nee eaam 
mr 4 Fy 


' 

+ 

' 

| | 
¢ 
t+ | H E 
nage r 

5 BS : ; er 4 = 3 q 
rad ? 4: ; ie beet Fe - tq ani 


+ 


ean der. 


‘abcnel 
Naas 

i ft . ni 
q eer 
= 


) ae 
Pitt. 
4 
Rake 


tit 
ret 


He a 
ABN SSSR R. 


SHE [LEE 


HH gan 
EE 


E 


= = ok 
: , ae 
oly | | ; 
- {4 n 
ict 


= 
4 
EE Betti bs 








(festa Geeta ies 


EE Gane 


459 8ERETETEEEST EGS 


fe aaecedeweet 


4 
« J 2 
a a pein epi mand 


nue 


rt 


at 
He 


am a ‘te te 
[SGM RP BEE u: 
bent fof} 4 


re nied 
+ 

a 

° 


Le [- oele 44 ; ae 
cee eee _ TY EF 


aie 


: = 


fe 
del 


sas pEEeg sues 


FEE PERSE 


jou 
3a pepepaneas 








4 
Perret 
~- 44 
ica he zai ie 
a | fe or + : b-[ pe} 
ial ee 
csonen 
=r] pls 





oe 


HHH 


ae 


i easUpsata paved TeSMMswass tveed fae 


mae 


cai treseotiets 





ise See 
caaaaneeen 


| EBERT elie Hee i feist 


IBA 


(ly f 
+ . 
t 
{ 
a 
Geaba 


<a 


eee 
aaa 
, r 
= 
a 
‘| 











fiat BE 


i hres rhe *. 


oe ig ae : are 


james en bher, eeaas 


ara he 


ae oes 


senea oF 


wae 7 eae 
4 q 
‘ 
* 
» 
+4 
a, 


_ 
id- 


oe 
tereetrr at its # 


aie 


be 


7 
Sreiay 
Eisatiest 


: 


a 

& 

HH 

gan 
Pith 
fuseu nee 
senaaegooae 
HHT HEE 


Ee 
gssnais 


z 


arose 
= 


f 
sons cees 


8 


Geesss 
Pay s 4 
+H 

at 
Bouse 
perise 
as 
wan 


: 
i 


ae 


atte ."an 


clas 
ait! 
gaunseeses 
epstiaiit 


+ Ee 
pooh a 


oie 


5d oaas 


Tee 
aca ital 


ae eee 


HE a 
Hs esi 


—aA ee  - 2 - 











: 


soe ae ae aE oe ie 


if oped euete Ee 


nee ee 


4 cic fee 


— ty 
Sapetuete 


He 
a 


a 


ee 


+e + ++ : 
(ov) »+ : 
oe Li De eee 
ee+Ot +--+ + 
: sCst $32 33, 
4 re 7 
7 —p+ + 7 
a ie t : ’ _¢ 
44 o4 - =" (heer = 
a a eee +4 $4 4a-bo - 
| 4 tee le -* * te 
am hs @ ot} oe +4 oe 
RB 
Bs ett 
4H : 
Bt oH aus ze 


inane oe 
aie aT 





a eee 


-56- 


ee ee ee ee ee 


fae 


poten S Rap aH Be hon 


ae ee ee ee —_. 


ile oe el uae =o 
ie iE 


| Er PEEL Bei bes Tf 3 

recess ea 

aes Sates aoe 
eer 

fe] Spee HE 


steaaats 
saat 


dite 
Seca 


— a 2 —— > kee 
ty . 7 | 
ie er ba 
2 tab. 
ra 
' , 
— - “ 
* - + 7 
Y st- >, 4 
mes Le Bry UE 
= - 
ae \@ulovn bbe 
* 
=. 
“ ; 
wat 
‘ 
LW 


rh a a 


Danes p_ Bh 
B 
4 + _ 
SRG e “cpr 
ates ek 
" 
cei aN 
: 
= ,r 
Ca 


aie 


2 


fos 


a 
(ee eee 


ae Het: 


= [3 Reet Se ees 


eae 

i a Ha fe 

‘ee boat ana 

sini Soe pee arate 


EE nian See eerie ete 
7 eee ewe . 


Hi 


snstere 
— 


Al 


TUTE 
Eras flees eee leectegams Femi Si Hiesi tae 


++ 
fl 


bse 
uy eae Sa tits ites 


oeue 


sour 
oe HH 


Hea 
oe 


ai 


raat 
re fae ae 


ee 
Hh Feri 


a 


E 


ras! 


sibel 


slit 


a 


uae 
Hee 


ae aT 
if 


| ae eauaanpe 
ae 1 a Te 


co oe eae 


aoe = — 


HH frida ested 


iicse 
oo Loe oe 


betes 


ce 
a Hl 
on 


eaters | 


i ee 


Coes a2 BD 
a aa 
RoOSBE 
ee ; 





qe 
age 
Ja 


i of STE I Heat eye eel eet ES Lal 
7 si ia ae a ee 
ae Page fd] SEE CEEE Ege occ tree rtd eal ead 
eee 
ieipaieead eee eseattae inea Ee aeee iit a 
a o Segui eel et shoe 
See eee a ENE 


Hat ‘ feof fos 





sat 


a aa 
oy uae sistas antes 


teumtans 


eee sn ieaee Seale ane af 





He faces : oe. anne : A re LL L 


ee 


amuse ch 


ort 
geRE 





ar [oe TE a 


ne 3a SUBBe cel Gtaap | et | 





anit 
eae 


Haat 
nae 


EEE 5 
te 
guscgauane 





a 
aay 
satis 
seereiis 


E ae 





FA 
dscsce 


Ee 


: 


sawewed 


Zane 


sitecees 


a 
Sat 
HH 4-H} 


fnfedfaats 


i 


a 
a 
essere 


=" 


cam 4 Pi 5 a at cB 
BEGES Ghnas sues pacer ssaaecccesrtcbscs 


By 


“ie Te te 
‘ar asi 
5 ig Ga 

sau 


a. uae 


boaseoe 
4 
4 
Ba 


gecg 
igi 


ee sata eee 
‘ = ised ie HEE eu i faite 
a8 i ae sper iiit 


HEE 


ai ee So 
= rery =. &i 
' 
wes 
lel 
e rT 
Sab | 
s ott a 
= re = 


ee 2 


ae 














Appendix I 


Calculation of Thermocouple Radiation Error 


Ref. 5 gives the following equation for use when air 


is flowing normal to a single cylinder or wire: 


0.52 
hgD 2 DG 
_* 0.32 4 0.43 (27) (1) 


Equation (1) may be used for values of - from 0.1 to 
1000, If an air temperature of 300°F is assumed, 

k = .013 to 400°F 

A= 0581 


00522 


< 7 
1 8 


10 ft/sec assumed flow past the wire inside the shield 


1878 


Ao = .00167 ft. diameter of the two wires together 


0G © 
YL 


Then: 
he = 0.32 af + 0.43 “£(pa)"°* 
r 
2.49 + 26.8 * 29.3 


Assume the emissivity of the thermocouple sensing ele- 
ment to be 0.7 and the temperature difference between the 
shield and the thermocouple is 100°F. From Fig. 27, page 


63 of Ref. 5, h, 1s equal to 2.0 for the assumptions. 


Then: 
bt. - t.) = CMrl(tp - tg) _ (0-7)(2.0)(100) _ 4 79° 
tg = te! h, 29.3 ie 


In the above example, the values were chosen to make the 
picture as bleak as possible and still the radiation error 


48 small! 


66 = 





Appendix II 


Method of Calculating Percent Fuel Vaporized 


The heat balance equation for vaporization is: 
Macp,(Ta,-Tap) = mfHyX ¢ MfCp(Tap-Tr 1) Xx + mf (1-X)ep,(Tro-Try) 
which may be rewritten 


(Tay-Tag) = F/A HyX + F/A cye( ny, =, )K + F/A(1-X)cpe (Trp-TE)) 
CPa CDda Opa 


Assume an inlet air temperature of 200°F, a fuel-air 
ratio of .075, a fuel inlet temperature of 75°F, and a tem- 
perature drop in the fuel spray of 45° so the air tempera- 
ture read in the spray is 255°. 

Hy ss 170 
Cp, = 0&4 
Cpr * 042 


Tfo © 89°F from Fig. 26 for Ta = 300°F. 
Then: 


45 = (2078) (170) x + £2075) (-42) (osciasyx ¢ L:O75)(1-K) (42) (14) 


45 = 53.1X # 23.6X # 1.8(1-X) 


X we 49 - 1.8 a 45°02 «= 57.6% 
76.7 = 1.8 74.9 
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